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TIL IRIS LUCIDO
TAPPETO LUCIDO / GLOSSY FLOOR

CODICE
CODE

LARGHEZZA
WIDTH

LUNGHEZZA
LENGTH

SPESSORE
THICKNESS

COMPOSIZIONE
COMPOSITION

PESO
WEIGHT

REAZIONE AL FUOCO
REACTION TO FIRE

IGNIFUGO PERMANENTE 
Tappeto vinilico in materiale plastico intrinsecamente resistente al 
fuoco e autoestinguente.

IFR - INHERENTLY FLAME RETARDANT 
Vinyl floor made of inherently flame resistant and self-extinguishing 
plastic.

CERTIFICATI 
DI IGNIFUGAZIONE
FR CERTIFICATIONS

EN 13501-1 classe Bfl s1 EN 13501-1 class Bfl s1

DISPONIBILITÀ
AVAILABILITY

Solo rotoli interi Full rolls only

ISTRUZIONI PER LA PULIZIA
CARE INSTRUCTIONS

Spazzare con una scopa morbida per rimuovere sporco e polvere.
Lavare il pavimento con una soluzione di acqua tiepida e un 
detergente a base neutra, quindi risciacquare con acqua pulita.
Non utilizzare solventi organici o materiali abrasivi.

Per la pulizia regolare, consigliamo la linea specifica 
Peroni YPT - Detergenti per materiali vinilici. 

Sweep with a soft broom to remove dirt and dust. 
Mop the floor with a solution of lukewarm water and a neutral base 
cleaner, then rinse with clean water.
Do not use organic solvents or abrasive materials. 

For regular cleaning, we recommend the specific line
Peroni YPT - Cleansers for vinyl materials.

TIL200E 200 cm 20 m 1,7 mm 100% PVC 1,38 kg/m2

01 · Bianco / White 05 · Rosso / Red

99 · Nero / Black
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