
www.peroni .com

QSP MIROFILM
FILM SPECCHIANTE / MIRROR FILM

REAZIONE AL FUOCO
REACTION TO FIRE

IGNIFUGO PERMANENTE 
Film vinilico intrinsecamente resistente al fuoco e autoestinguente.

IFR - INHERENTLY FLAME RETARDANT 
Inherently flame resistant and self-extinguishing vinyl film.

CERTIFICATI 
DI IGNIFUGAZIONE
FR CERTIFICATIONS

EN 13501-1 B s1 d0
UNI 9177 classe 1 
DIN 4102 classe B1

EN 13501-1 B s1 d0
UNI 9177 class 1 
DIN 4102 class B1

CARATTERISTICHE
FEATURES

	· Finitura a specchio, retro opaco bianco
	· Materiale non saldabile

	· Mirror finish, matt white on the other side 
	· Not weldable

DISPONIBILITÀ
AVAILABILITY

	· A metro
	· Rotoli interi

	· By the metre
	· Full rolls

ISTRUZIONI PER LA PULIZIA
CARE INSTRUCTIONS

Per rimuovere la polvere pulire la superficie con un piumino antistati-
co. Se particolarmente sporco, usare un panno in microfibra. 
Non usare prodotti aggressivi o abrasivi di alcun tipo.

To remove the dust, wipe the surface with a feather duster. If particularly 
dirty, clean the surface with a microfibre cloth. 
Do not use any aggressive or abrasive cleaning product.

CODICE
CODE

LARGHEZZA
WIDTH

LUNGHEZZA
LENGTH

SPESSORE
THICKNESS

COMPOSIZIONE
COMPOSITION

PESO
WEIGHT

QSP130N 135 cm 30 m 0,20 mm Base PVC, Superficie poliestere metallizzato
PVC support, Metallized polyester surface 280 g/m2

45 · Rosso / Red

02 · Oro / Gold

01 · Argento / Silver

95 · Nichel / Nickel

41 · Rame / Copper
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